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Io] I — . BOTTOM OF CONTROL COMPARTMENT AVAILABLE FOR CONDUIT ENTRY.
2. CONSTRUCTION:  ALL WELDED FORMED STEEL FRAME, DOORS, PANELS AND SKID.
CONDUIT ENTRY SKID AND STRUCTURAL MEMBERS 7GA HRS, OUTER SHELL 12GA HRS
AREA AVAILABLE AND HINGED DOORS 14GA HRS.
N ALL HINGES, EXTERIOR FASTENERS, AND EXTERIOR
HARDWARE ARE STAINLESS STEEL
EXHAUST HOOD IS GALVANIZED SHEET STEEL, RIVETED
3. SURFACE PREPARATION: ABRASIVE CLEANED OR CHEMICALLY CLEANED AND PHOSPHATIZED
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4, APPROXIMATE SHIPPING WEIGHT: S,000 LBS., TOTAL UNIT
#1.00 MOUNTING 17. 000 3,800 LBS. LOAD BANK
/—“MS i ¢ 1,200 LBS. TOP HAT
feT [,
2, 750 —=—| |~—
— [+— 12. 000
=19, 750 ==—————71, 500%, 250 ————————={ 16. 750 |=—
FOOTPRINT
THE INFORMATION HEREON IS THE PROPERTY OF SIMPLEX, INC.,
AND/OR ITS SUBSIDIARIES. WITHOUT WRITTEN PERMISSION ANY

COPYING, TRANSMITTAL TO OTHERS AND USE EXCEPT THAT FOR
WHICH IT IS LOANED IS PROHIBITED.

(© 2007 SIMPLEX, INC. ALL RIGHTS RESERVED

CAUTION

LOUVER

ACTUATORS
LML, LM2

REMOVE EXHAUST HOOD BEFORE
LIFTING LOAD BANK

LIFT EYE 4
REMOVABLE

RAIN SHIELD
VENT SCREEN

HOT AIR EXHAUST

HATCH HATCH
H oMt LIMIT
SWITCH (] SWITCH
LSV 3 LSW 4 H
— — RECP 1
! REMOTE
SUITCASE
o
RECP3
METER
ONITORIN
AREA °
VAILAB O
OR CABL PR1
ENTRANCH EXTERNAL
CONTROL
S POWER
I 1 /] ] I 1
\ // / FORK LIFT TUBES
AIR / RIGHT SIDE VIEW
INLET

DRAWN BY : AZM
A REVISED LAYOUT OATE + 328,07
SIMPBELX
SPRINGFIELD, ILLINOIS
SCALE : APPROVED BY : DRAWN BY :JPC
DATE : 3/22/07 REVISED :

RESISTIVE LOAD BANK
2550KW/3000KW, 480V /600V,3PH.,60HZ

SATURN 3000 D
PICTO

RIA

W.0. # 63798-07-43/2 WI7BD1644

7/BD16446(

A




