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THE INFORMATION HEREON IS THE PROPERTY OF SIMPLEX, INC.,
AND/OR ITS SUBSIDIARIES. WITHOUT WRITTEN PERMISSION ANY
COPYING, TRANSMITTAL TO OTHERS AND USE EXCEPT THAT FOR

WHICH

IT IS LOANED
C 1999 SIMPLEX, INC.

IS PROHIBITED.
ALL RIGHTS RESERVED

NOTES:

1. UNIT MUST BE GROUNDED FOR OPERATORS SAFETY.
2. DASHED LINES INDICATE WIRING NOT SUPPLIED BY SIMPLEX.

3. CONTROL WIRE #16 AWG,

105°C, UNLESS OTHERWISE NOTED
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LOAD BANK WIRING COLOR
AC CONTROL WIRE

CODED AS FOLLOWS

LINE - BLACK
COMMON/NEUTRAL — WHITE
CcOIL JUMPERS:
LINE — RED
COMMON/NEUTRAL - BLUE
AC POWER WIRING
A PHASE, LINE 1 - BLACK

B PHASE, LINE 2 - RED
C PHASE, LINE 3 - BLUE
DC CONTROL WIRING

POSITIVE - RED WITH A WHITE STRIPE
NEGATIVE - BLACK WITH A WHITE STRIPE
DC POWER WIRING

POSITIVE - RED WITH YELLOW TAPED END
NEGATIVE - BLACK WITH YELLOW TAPED END
WIRES ATTACHED TO LOAD BANK GROUND - GREEN
LOAD STRAPPING - WHITE
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INDUCTIVE/CAPACITIVE LOAD BANK
250KVAR,240/480V,38,60Hz
150KVAR,240/480V,3¢,60Hz
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